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Existing Pond and Foot 
Bridge To Be Replaced 
With Planting Bed & Lawn

Existing Catch Basin To Be 
Replaced with New Strip Drain

Existing Concrete Wall 
To Be Replaced With 
New Granite Faced 
Retaining Wall Adjacent

Existing Rock Wall 
To Be Removed

Existing Concrete Wall To Be 
Replaced With Stone Paved Terrace

Existing Slope To Be Filled To 
Create A More Useable Lawn Area 
(Stacked Stone Boulders To Be Used To 
Raise Grade)

Existing Slope To Be Filled To 
Create A More Useable Lawn 
Area (Stacked Stone Boulders To Be 
Used To Raise Grade)

Stone Stair Risers To Be Placed
On Outcrop.  Outcrop To Be Used

As Pathway Where Possible

Existing Three Rail Wood 
Fence To Be Rebuilt

Existing Rock And Concrete 
Walls To Be Replaced With 
Planting Beds And Lawn

Existing Catch Basin To Be 
Replaced with New Strip Drain

Existing Concrete Wall To Be 
Rebuilt In Granite

Existing Rock and Concrete
Walls To Be Replaced With New

Granite Faced Retaining Walls

Existing Slope To Be Filled To 
Create A More Useable Lawn Area 
(Granite Faced Retaining Walls To Be Used 
To Raise Grade)

Existing Slope To Be Filled To 
Create A Useable Pool Area
(Stacked Stone Boulders To Be Used 
To Raise Grade)

Existing Sump To Be 
Relocated To Storage Area

Concrete Wall Replaced With
Extension To Residence

Existing Concrete 
Wall To Be Rebuilt 
With Stone Boulders

Existing Concrete Wall 
Replaced With Extension 
To Residence

Existing Stairs Replaced With
New Concrete Retaining Wall

Existing Rock And Concrete 
Walls Replaced With New 
Concrete Retaining Wall

Existing Rock Wall Replaced With 
New Concrete Retaining Wall

Rock Outcrop To Remain
(Shrub Overgrowth To Be Cleaned Up/Removed)

NOTE: Existing hardscape and notes represented in black.
Proposed residence and landscaping represented in grey.
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COPYRIGHT RESERVED
This plan and design are, and at all times remain the exclusive 
property of the landscape architect/designer and cannot be used or 
reproduced without written consent. Written dimensions shall have 
precedence over scaled dimensions. Contractors shall verify and 
be responsible for all dimensions and conditions on the job and this 
office shall be informed of any variations from the dimensions and 
conditions shown on the drawing.

RON RULE
CONSULTANTS LTD.

2221 Gordon Ave., West Vancouver,
B.C., Canada, V7V 1W2

Tel: 604-926-1696   Fax:  604-926-1629

4710 SOUTH 
PICCADILLY RD.
WEST VANCOUVER

GENERAL LANDSCAPING NOTES

1. VERIFY ALL DIMENSIONS AND ELEVATIONS 
ON SITE BEFORE CONSTRUCTION.  REPORT 
ANY DISCREPANCIES/OMISSIONS TO 
LANDSCAPE ARCHITECT. 

2. LAYOUT TO BE APPROVED BEFORE 
CONSTRUCTION BY LANDSCAPE ARCHITECT.

3. MINIMUM STANDARDS OF ALL LANDSCAPE 
CONSTRUCTION TO MEET BCSLA/BCNTA 
STANDARDS.

4. ALL DRAINAGE TO BE AWAY FROM BUILDING, 
APPROX. 2% SLOPE.

5. ALL WALKWAYS AND PAVED AREAS TO BE 
SLOPED FOR DRAINAGE.  APPROX. 2%.

6.  ALL WALLS TO BE 8" IN THICKNESS UNLESS 
OTHERWISE SPECIFIED.

7.  REMOVAL OF ANY TREES IS SUBJECT TO 
MUNICIPAL APPROVAL.

8. ALL DIMENSIONS AND ELEVATIONS SHOWN 
ARE IN  FEET/INCHES.

9.  PERIMETER OF ALL BUILDINGS TO BE 
BORDERED WITH A MINIMUM 12"+ WIDTH OF 
GRAVEL OVER APPROPRIATE FOUNDATION 
DRAINAGE.
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GENERAL PLANTING NOTES

1.  PLANTS IN THIS PLANT LIST ARE SPECIFIED 
ACCORDING TO THE LANDSCAPE CANADA 
GUIDE SPECIFICATION FOR NURSERY STOCK 
AND THE BCNTA STANDARD FOR CONTAINER 
GROWN PLANTS.

2.  STAKE ALL TREES SECURLY.

3.  MINIMUM SOIL DEPTHS TO BE: 6" IN LAWN 
AREAS; 8" IN GROUND COVER AREAS; 12" IN 
SHRUB AREAS; AND ONE CUBIC YARD PER 
TREE ROOT BALL.

4.  SCARIFY NEW SOIL INTO EXISTING SOIL.

5.  ALL SOD IS TO BE UNNETTED.

6.  ALL SPECIFIED PLANT MATERIAL IS NOT 
GUARANTEED TO BE TOTALLY WINTER HARDY.


